
CONDEX QUESTIONNAIRE

Company:

Plant:

Contact: 

E-mail:
Phone 905‐415‐9400

Tel:
www.combustionandenergy.com

Date: 

BOILER SYSTEM Boiler No.1 Boiler No.2 Boiler No.3 Boiler No.4 Boiler No.5 Boiler No.6

Boiler  type

Boiler manufacturer

Design capacity  

Principal fuel type

Secondary fuel type

Design pressure

Economizer

Combustion air preheat

Superheater

Continuous level control 

Automatic level control

Individual chimney *

(* if shared add config to notes below)

Average steam load

Operating pressure 

Steam temperature

Water temperature after economizer

Exhaust gas temp leaving boiler

25 Royal Crest Court, Suite 110                     

Markham, Ontario                                          

L3R 9X4

BOILER OPERATION

Exhaust gas temp leaving boiler

Exhaust gas temp leaving economizer

Oxygen in exhaust gases

Gas consumption (Average)

TDS setpoint

Blow down %

Maximum steam load: Operating h/year:

Average steam load : Fuel cost:

Minimum steam load : Cond. return (%): 

Altitude of plant: Cond. return temp

PLANT INFORMATION

Soften. water  temp

DA operating temp

DA operating pressure

Notes: 

DA steam consumption


